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Sliding joints in 3D beams: Conserving algorithms using
the master–slave approach
Jose´ J. Mun˜oz · Gordan Jelenic´
Abstract This paper proposes two time-integration algorithms for motion of geometrically
exact 3D beams under sliding contact conditions. The algorithms are derived using the so-
called master–slave approach, in which constraint equations and the related time-integration
of a system of differential and algebraic equations are eliminated by design. Specifically, we
study conservation of energy and momenta when the sliding conditions on beams are imposed
and discuss their algorithmic viability. Situations where the contact jumps to adjacent finite
elements are analysed in detail and the results are tested on two representative numerical
examples. It is concluded that an algorithmic preservation of kinematic constraint conditions
is of utmost importance.
Keywords Master–slave method . Conserving time-integration . Sliding contact . Large
rotations . 3D beams
1 Motivation and introduction
When dealing with frictionless sliding contact, it is a common practice to introduce either a
potential function associated with the contact violation (penalty method, [2, 9]), or Lagrange
multipliers which enforce the kinematic conditions of the contact [4, 9, 17, 26]. The former
brings forth the problem of choosing a problem-dependent penalty factor, which should be
neither too large (ill conditioned system of equations) nor too low (excessive constraint viola-
tion). The latter approach introduces additional degrees of freedom (the Lagrange multipliers)
and requires special techniques for the time-integration of the resulting differential-algebraic
equations.
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We resort here to the so-called master–slave method, where the use of constraint equations
is avoided by embedding the relation between the contact points into the discretised virtual
work equation [10, 11, 19, 21] or into the energy increment [14]. In most of the previous
works dealing with the master–slave approach, [10, 11, 14, 19, 21], or the related discrete
null-space method [5], the coordinates of the slave node are related to those of the reference
master node and the relative released coordinates. This approach will be termed the point-
to-point or node-to-node (NN) master–slave approach. Motivated by the desire to provide
an exact sliding contact description of a node along a deformable beam or slideline, this
relationship was modified in [21], where the slave degrees of freedom of one node were
related to all the nodal displacements of the nodes of a master element. This approach will
be called the node-to-element (NE) master–slave approach.
So far sliding joints have not been modelled in the literature using the master–slave
approach and conserving time-integration algorithms. Other algorithms with conserving
properties and sliding contact have been developed in [2–4, 16]. References [2, 16] deal
with contact problems in elastodynamics using a penalty method or augmented Lagrangian
technique. References [3, 4] use Lagrange multipliers with 3D beams in combination with
energy conservation. We also note that a similar technique to the NE master–slave approach
has been recently used in [18] in the context of a 2D spring onto a rod, although no reference
to conserving time-integration was done.
In the present work we aim at developing a substantially different technique from that
presented in [3, 4] by extending our earlier results [21] to an incrementally based con-
servative formulation. In this way, we use the minimal number of degrees of freedom
and do not require any problem-dependent parameters. We discuss the obstacles we meet
in pursuing this goal, study the compatibility of the conservation of angular momentum
with the contact conditions, critically assess the priorities in meeting these requirements
when it turns out to be difficult or impossible to satisfy both and, as a result, propose
the following two algorithms: (i) a momentum conserving algorithm with relaxed slid-
ing conditions, and (ii) a non-conserving algorithm which satisfies the contact conditions
exactly.
2 Beam theory and incremental weak form
2.1 Geometrically exact beam theory
Let us parametrise each point X of an homogeneous beam of density ρ and length L at
a time t , by the two following mappings [24]: (i) the position vector of the centroid axis
r (X, t) : [0, L] × R+ → R3, and (ii) the rotation of the (undeformable) cross-section of
the beam, represented by a rotation matrix Λ(X, t): [0, L] × R+ → SO(3). We define the
reference configuration of the beam as a straight beam with its longer dimension aligned
with the unit vector e1 of the inertial frame ei , and the two principal axis of the cross-
section aligned with e2 and e3. By setting at each reference point X an orthogonal triad
G i parallel to ei , the matrix Λ rotates the (fixed) triad G i into the current (moving) frame
gi = ΛG i .
It can be deduced that the material strain measures conjugate to the material stress and
stress-couple resultants N and M, are given by Γ = ΛTr ′ − G1 and K , respectively [24],
where here and henceforth the dash symbol (′) denotes differentiation with respect to the arc-
length parameter X , and vector K is obtained from Λ′ = Λ̂K , where the hat (̂•) onto a vector
a ∈ R3 denotes the skew-symmetric matrix such that̂ab is the vector product a × b = −̂ba.
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It follows from the previous description that the total elastic energy of the beam is given
by
V = 1
2
∫
L
(N · Γ + M · K ) d X. (1)
In addition, we set J = diag[IX IY IX + IY ] as the material tensor of second moments
of area, and W as the material angular velocity such that ˙Λ = Λ̂W, where the dot (˙) stands
for the time differentiation. With this notation, and the assumption of undeformability of the
cross-section, the total kinetic energy of the beam is written as [25]
T = 1
2
∫
L
ρ (Ar˙ · r˙ + W · JW) d X, (2)
where A is the cross-section area. Consequently, in the absence of material damping, the
total energy E of the beam is E = V + T − W , where W is the work done by the external
loads.
The beam differential equations of motion are derived in [24]. It can be verified that
for conservative external loads, the change of the total energy E is zero. In addition, the
vectors of linear and angular momenta are both constant if no external loads exist [25]. We
will introduce in the next section spatial and time discretisations that algorithmically conserve
linear and angular momenta. This will make the basis for the application to problems with
sliding contact.
2.2 A momentum conserving invariant algorithm (MI)
2.2.1 Energy increment
In order to simplify the subsequent derivations, we will assume that all the external forces
are constant and all the external torques are zero. We will consider a deformed configuration
of a beam at time tn determined by the position vector rn(X ) and the rotation matrix Λn(X )
at each point X of the centroid line, where henceforth {•}n denotes quantities computed at
time tn , and {•}n+ 12 =
1
2 ({•}n + {•}n+1).
We define the incremental displacement u = rn+1 − rn , and the spatial and material
incremental rotations ω and Ω between times tn and tn+1, which are such that Λn+1 =
exp ̂ωΛn = Λn exp ̂Ω .
Also, we introduce the transformation matrix H = H(θ) = I + 1−cos θ
θ2
̂θ + 1
θ2
(
1 − sin θ
θ
)
̂θ
2
that satisfies the relation Λ′n = Ĥ(ω)ω′Λn , [7]. By setting ω = ‖ω‖, using the relations
[13, 20] Λn+1 − Λn = tan(ω/2)ω/2 ̂ωΛn+ 12 and K n+1 = K n + Λ
T
nH(ω)Tω′, and resorting to the
definitions of the elastic and kinetic energy (1) and (2), we can write the increment of energy
over a time step t as E = En+1 − En = E = T + V − W , where the increments
can be expressed as [20]
T = 1
t
∫
L
ρ
[
Arn+ 12 · (u˙n+1 − u˙n) + Wn+1 · Jn+1Wn+1 − Wn · Jn Wn
]
d X (3a)
V =
∫
L
(
u · Λn+ 12 Nn+ 12 +
tan(ω/2)
ω/2
̂r ′n+ 12ω · Λn+ 12 Nn+ 12 + ω
′ · H(ω)Λn Mn+ 12
)
d X
(3b)
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W =
∫
L
u · nd X (3c)
and n is the external distributed force vector.
2.2.2 Finite-element and time-discretisation
Let us introduce a finite-element interpolation of the incremental quantities u andω as (from
here on a summation over repeated superscript–subscript pair of indices will be understood)
ph =
{
uh(X )
ωh(X )
}
= I i (X )pi , (4)
where pTi = {uTi ωTi } are the nodal vectors of incremental displacements and rotations for each
of the NI nodes of element I . Here, I i are the standard Lagrangian interpolation functions
which satisfy the conditions
∑NI
i=1 I i (X ) = 1 and I i (X j ) = δij (Kronecker delta). Using the
following time-stepping
r˙n+ 12 =
r˙n+1 + r˙n
2
= u
t
, Wn+ 12 =
Wn+1 + Wn
2
= Ω
t
, (5)
and inserting the interpolation (4) in (3), the energy increment of a beam element over a
time-step t can be written as
E ≈ p I · g I , (6)
where pTI = {pTI,1 . . . pTI,NI } is the transpose of the global vector of incremental kinematics
with dimensions 6 × NI , and g I T = {g I,1T . . . g I,N TI } is the transpose of the global residual
vector g I = g I,id + g I,iv − g I,iext , with the dynamic, elastic and external parts given by
g I,id =
1
t
∫
L
ρ I i
{
A(u˙n+1 − u˙n)
Λn+1Jn+1Wn+1 − ΛnJn Wn
}
d X,
g I,iv =
∫
L
[
I i ′I 0
−I îr ′
n+ 12
I i ′I
] {
Λn+ 12 Nn+ 12
T(ω)−1Λn Mn+ 12
}
d X, (7)
g I,ie =
∫
L
{
I i n¯
0
}
d X.
The quantities in these expressions may be evaluated using interpolation (4), but this would
spoil objectivity of the formulation with respect to the change of observer [12]. In order to
retain this important physical property, the rotations need to be interpolated differently, using
the material local rotations Θh = I iΘi , which at time-step tn are defined by
Λhn = Λrig,n exp
(
̂Θ
h
n
)
, (8)
with Λrig,n the reference triad rigidly attached to the element. The fact that this interpolation
is not the same as the interpolation of ω in (4) (which plays the role of the rotational test
Springer
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function in E) and the factor tan(ω/2)
ω/2 in (3b) are the reasons why the energy increment in (6)
is not exactly equal to p I · g I . Nevertheless it can be demonstrated that the present algorithm
is exactly momentum conserving [20].
When considering a single element, the exact conservation of momenta and the approx-
imate conservation of energy E ≈ 0 are obtained for arbitrary incremental kinematics if
the following system of non-linear equations is satisfied:
g I,i = 0, i = 1, . . . , NI . (9)
For multi-element analysis, a similar system can be obtained by assembling all the ele-
mental residual vectors g I T = {g I,1T . . . g I,NI T} in a standard finite-element manner.
3 Master–slave relationship
3.1 Definition of a coupling element
We will at first restrict our attention to the two-element assembly in Figure 1. We will name the
elements A and B in this figure the slave and the master element, respectively. After the pro-
posed spatial and time discretisation from the previous section has been applied, the deformed
configurations of the beam elements at time tn are described via a set of nodal incremental
displacement and rotation vectors pA,i and pB, j . For the purposes of notational convenience,
the sliding node will be taken to be the end node NA. The point of its contact with element B
at times tn and tn+1 is determined by the arc-length coordinates Xn and Xn+1, respectively.
Let us also define the vector of released displacements and rotations pTR = {uTR ωTR}. The
vectors uR and ωR are obtainable from the following relations:
u
A,NA
R = {Xn+1− Xn 0 0 }T (10)
ΛA,NAn = ΛBXn ΛR,nΛrel (11)
ΛA,NAn+1 = ΛBXn+1ΛR,n+1Λrel
exp(̂ωR) = ΛR,n+1ΛTR,n
whereΛBXn = ΛB(Xn) andΛBXn+1 = ΛB(Xn+1) are the rotation matrices of the master element
B at the contact points Xn and Xn+1 (at times tn and tn+1, respectively), and matrix Λrel is
a constant relative rotation matrix between the beams at the contact point in the initial
configuration i.e, at t = 0, ΛAX0 = ΛBX0Λrel . The matrix ΛR is the matrix of released rotation,
that is the exponential of the (material) rotation between the orientation of the cross section
Fig. 1 Two-element model of a
sliding node. Nodes on master
and slave elements are
represented by white and black
circles, respectively
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of beam B at the contact point rotated by Λrel , and the orientation of the cross section at node
NA. The aim of the master–slave approach is to replace the incremental displacements and
rotations of the slave node pA,NA , by a set of master and released degrees of freedom, pA,Rm ,
which can be regarded as the degrees of freedom of a coupling element. The latter vector
contains the incremental displacements and rotations pR , all the nodal slave incremental
displacements and rotations pTA = {pTA,1 . . . pTA,NA } and the nodal incremental displacements
and rotations of the master element B:
pTA,Rm =
{
pTR pTA,1 . . . pTA,NA p
T
B,1 . . . pTB,NB
}
. (12)
In the following section we will derive the explicit expression of a transformation matrix N
such that
pA = NpA,Rm . (13)
3.2 Displacements
We will denote the position vectors of the contact points by r Xn = r (Xn) and r Xn+1 = r (Xn+1)
at times tn and tn+1 respectively, both of them located on element B. Situations where the
contact point rn+1 is located within an adjacent element will be studied in Section 5.
Using the Lagrangian interpolation functions I j on the master element B, the sliding
kinematic conditions can be written as follows:
tn : r A,NA,n = r Xn = I jXn r j,n
tn+1 : r A,NA,n+1 = r Xn+1 = I jXn+1r j,n+1
(14)
with r A,NA,n = r (X A,NA , tn), r A,NA,n+1 = r (X A,NA , tn+1), I jXn = I j (Xn), and I
j
Xn+1 =
I j (Xn+1).
It is helpful to have at hand the diagram in Figure 2. It gives an insight into the position
of the contact point in the two sliding situations mentioned above by representing deformed
configurations where no horizontal displacements of the master nodes exist. In this case, the x
axis of the figure is representative of the arc-length coordinate X . The deformed configuration
at a mid-time tn+ 12 , which for the master nodes is given by rn+ 12 = I jr j,n+ 12 , is also depicted
in the figure.
Note first that two different paths from r Xn to r Xn+1 can be observed in Figure 2, one
through point P and another through point Q. Both paths can be combined via a weighting
parameter γ , leading to the following general expression:
uA,NA = (1 − γ )
(
utn + uXn+1
) + γ (uXn + utn+1
)
= ((1 − γ )utn + γ utn+1
) + (γ uXn + (1 − γ )uXn+1
)
, (15)
where the meaning of utn , utn+1 , uXn and uXn+1 is illustrated in Figure 2, and defined as follows:
utn = I jXr j,n, utn+1 = I jXr j,n+1,
uXn = I jXn u j , uXn+1 = I
j
Xn+1 u j ,
(16)
6
Fig. 2 Displacement increments over one time-step within one element
with I jX = I jXn+1 − I
j
Xn . For γ = 0 and γ = 1 the paths via points Q and P are recovered,
respectively. By setting
I jγ (X ) = γ I jXn + (1 − γ )I
j
Xn+1 ,
un,γ = γ utn + (1 − γ )utn+1 ,
(17)
we can rewrite (15) as
uA,NA = un,1−γ + I jγ (X )u j . (18)
Noting that X = uR · G R , with GTR = GT1 = {1 0 0} as the material unit vector in the di-
rection of the released displacement, the vector un,1−γ can be written as un,1−γ = un,1−γX X =
1
X (un,1−γ ⊗ G1)uR , which inserted into (18) leads to
uA,NA =
1
X
(un,1−γ ⊗ G1)uR + I jγ (X )u j . (19)
We emphasise that, in writing these expressions, no approximation other than the standard
FE interpolation has been introduced.
3.3 Rotations
Keeping in mind the two-element model in Figure 1, we will deduce first a relationship
between the incremental nodal rotations of the master element B and those of the slave
element A at node NA. Let us write the contact conditions at times tn and tn+1 as follows:
ΛA,NA,n = ΛXn ΛR,nΛrel (20a)
ΛA,NA,n+1 = ΛXn+1ΛR,n+1Λrel . (20b)
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The incremental slave rotation ωA,NA , the incremental released rotation ωR and the in-
cremental master rotations ωX are defined by exp(̂ωA,NA ) = ΛA,NA,n+1ΛTA,NA,n ; exp(̂ωR) =
ΛR,n+1ΛTR,n , and exp(̂ωX ) = ΛBXn+1ΛBXn
T
. Thus, ωX is the incremental rotation from tn to
tn+1 of the triad attached to the cross-section of the contact point. It is useful to work with
the tangent-scaled counterparts of these incremental rotations, defined by ω = tan(ω/2)
ω/2 ω. It
can be verified that the parametrisation of rotations with tangent-scaled vectors leads to the
Cayley transform [1]:
exp(̂ω) = cay(ω) = I + 1
1 + 14ω2
(
̂ω + 1
2
̂ω
)
.
It follows then that the tangent-scaled rotation vectors ωA,NA , ωR and ωX are such that
ΛA,NA,n+1 = cay(ωA,NA )ΛA,NA,n,
ΛR,n+1 = cay(ωR)ΛR,n,
ΛXn+1 = cay(ωX )ΛXn .
(21)
Inserting relations (21) into (20b), and making use of the contact condition (20a), yields
cay(ωA,NA )ΛA,NA,n = cay(ωX )ΛXn cay(ωR)ΛR,nΛrel
= cay(ωX )cay(ΛXnωR)ΛA,NA,n, (22)
from where cay(ωA,NA ) = cay(ωX )cay(ΛXnωR).
We will mimic the displacement field shown in Figure 2 by splitting the incremental
rotation ωX (which is due to the increments X and t) into two parts,
cay(ωX ) = cay
(
ωXn+1
)
cay
(
ωtn
)
, (23)
and therefore we can write
ΛXn+1,tn = cay
(
ωtn
)
ΛXn ,tn
ΛXn+1,tn+1 = cay
(
ωXn+1
)
ΛXn+1,tn .
(24)
Figure 3 explains the meaning of the incremental rotations ωtn and ωXn+1 . The former is
the rotation between points Xn and Xn+1 with the time fixed at tn , whereas the latter is the
incremental rotation of the cross-section at point Xn+1 of the master element B. Note that the
released rotation ΛR , also to be considered, is not represented in the figure, and the relation in
(23) corresponds to the path ΛXn − ΛQ − ΛXn+1 . The relationship deduced here is general for
any kind of rotation. Depending on the number of free released components of the rotational
vectorωR , different joints may be obtained. For instance, for the cylindrical, revolute, Cardan
and spherical joints, vectorωR has one, one, two or three non-zero components, respectively.
Inserting Equation (23) into (22) we get
cay
(
ωA,NA
)
ΛA,NA,n = cay
(
ωXn+1
)
cay
(
ωtn
)
cay
(
ΛXnωR
)
ΛA,NA,n,
which implies that ωA,NA = ωXn+1 ◦ ωtn ◦ (ΛXnωR) (composition of three rotations). A for-
mula for the compound rotation of three successive rotations can be derived using the
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Fig. 3 Rotational increments over a single time-step
expression of the compound rotation of two rotations [1], which in our case may be written
in the general form
ωA,NA = AωXn+1 + Bωtn + CΛXnωR (25a)
where
A = I , B = zS(ωXn+1
)T
, C = zS(ωXn+1
)T
(
I + 1
2
̂ωtn
)
,
z−1 = 1 − 1
4
(
ωtn · ΛXnωR + ωXn+1 · ωtn + ωXn+1 · ΛXnωR
) (25b)
−1
8
ωXn+1 · ̂ωtn ΛXnωR,
and the matrix S(ω) is given by S(ω) = I − 12 ̂ω + 14ω ⊗ ω. It is shown in Appendix A that
the identity A = I is required for the conservation of angular momentum.
Using the interpolation of incremental tangent-scaled rotations ωXn+1 = I
j
Xn+1ω j , we can
rewrite (25a) as
ωA,NA = I
j
Xn+1ω j +
1
X
B
(
ωtn ⊗ G1
)
uR + CΛXnωR . (26)
By resorting to the approximation tan(ω/2)
ω/2 ≈ 1 for the nodal incremental slave and master
rotations, Equation (26) can be written as:
ωA,NA ≈ I jXn+1ω j +
1
X
B
(
ωtn ⊗ G1
)
uR + CΛXnωR . (27)
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The effects of the mentioned approximation in the resulting algorithm will be discussed in
the next section. Note that the interpolation indicated in (27) will be used for the construction
of the equilibrium equations, but that nodal rotations ω j and the rotation ωtn are in fact
computed using the interpolation of material local rotations Θ j as expressed in (8).
4 Master–slave algorithms
4.1 Master–slave transformation matrix
By gathering together relationships (19) and (27), we can provide the explicit form of matrix
N in (13) as
N =
⎡
⎢
⎢
⎢
⎢
⎢
⎣
¯0 ¯I . . . ¯0 ¯0 ¯0 . . . ¯0
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
.
¯0 ¯0 . . . ¯I ¯0 ¯0 . . . ¯0
R ¯0 . . . ¯0 ¯0 ¯I1X . . . ¯I
NB
X
⎤
⎥
⎥
⎥
⎥
⎥
⎦
, (28a)
where ¯I jX and R are given by
R =
[
1
X un,1−γ ⊗ G1 0
1
X B
(
ωtn ⊗ G1
)
CΛXn
]
, ¯I jX=
[
I jγ (X )I 0
0 I jXn+1 I
]
. (28b)
Here and henceforth, the matrices ¯I and ¯0 are the identity and zero 6 × 6 matrices, respectively.
Note that the vector pA,Rm in (13) now consists of the incremental released displacements
and the incremental released tangent-scaled rotations.
4.2 Joints with dependent degrees of freedom
For the screw, rack-and-pinion and the cam joint, there exist two mutually dependent released
degrees of freedom [20, 22]. Within the current approach, this internal relationship can be
taken into account by modifying the transformation matrix N. Although we will only show
its resulting expression for the screw joint, the details of the necessary modifications for other
kinds of joints can be found in [20]. A similar manipulation was performed in [22] for the
NN approach.
Given a screw joint with pitch c, the relation between the incremental released displace-
ments r R and the incremental released rotation ωR (or ωR) can be written as
r R = cωR = c arctan(ω/2)
ω/2
ωR
where the last identity has been introduced due to the fact that matrix N in (28) relates the
slave incremental rotations to the tangent-scaled incremental released rotationsωR . Inserting
this relation into matrix N is tantamount to replacing matrix R in (28b) by,
R =
⎡
⎣
0 2c arctan(ω/2)
ωX un,1−γ ⊗ G1
0 2c arctan(ω/2)
ωX B
(
ωtn ⊗ G1
) + CΛXn
⎤
⎦ .
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4.3 Equilibrium equations
Considering the two-beam model depicted in Figure 1, the master–slave relationship pA =
NpA,Rm can be inserted in the discretised expression of the energy increment E in (6),
which leads to
E ≈ pA,Rm · NTg A + pB · gB . (29)
The vector g ARm = NTg A can be regarded as an extended residual vector of the coupling
element, which is conjugate to the incremental displacements and rotations pA,Rm . In our two-
element model, after assembling the vectors of the coupling element and the residual vector
of element B, the following equilibrium equations are obtained by setting the right-hand side
of the above equation to zero for arbitrary incremental kinematics in pA,Rm :
RTg A,NA = 0
g A,i = 0 i = 1, . . . , NA − 1 (30)
gB, j + ¯I jXγ g A,NA = 0 j = 1, . . . , NB .
Although the modelling of friction is out of the scope of this paper, let us observe that
the extension of the method to account for this phenomenon would require computation of
the relative displacements (or velocities) at the contact point and the contact forces. The
former can be obtained directly from the released degrees of freedom, whereas the latter
may be computed evaluating the load vector g A,NA in (30). We note that RTg A,NA equals 0
(the projection of the load vector on the released degrees of freedom), but that g A,NA will be
different from zero on the direction where contact exists.
4.4 Properties of the algorithms
While deriving Equation (6) and the master–slave relation for rotations in (27), we have used
the approximation 1 ≈ tan(ω/2)
ω/2 . Unless ω → 0, this approximation will spoil the conservation
of energy and, in fact, the more approximate the master–slave relationship, the larger will be
the error in the energy conservation. The dual interpolation of rotations (4) and (8) additionally
affects the energy conservation.
Regarding the conservation of momenta, it is shown in Appendix A that the increment of
angular momentum over a time-step can be written as (see Equation (43b) with A = I):
Π = t
2
(
γ̂utn+1 − (1 − γ )̂utn
)
g A,NAf , (31)
where gA,NAf is the residual force vector at node NA, and utn and utn+1 are defined in (16)
and in Figure 2. Therefore, the conservation of angular momentum requires the condition
γ̂utn+1 − (1 − γ )̂utn = 0 to be satisfied. This can be also written as
γ
(
utn+1 + utn
) = utn . (32)
If the sliding contact conditions are satisfied, the error in identity (32) is in general reduced
by setting γ = 12 . This fact leads us to construct the following two algorithms:
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 SMI algorithm. Conservation of momenta is maintained by satisfying identity (32). For
the same reason, the contact kinematics (14) is violated. As a result, an additional error
in the conservation of energy occurs. Both of these effects are minimised for γ = 12 . The
position vector of the slave node is then computed from Equation (43a) as
r A,NA,n+1 = 2I jX 12 r
B
j,n+ 12
− r A,NA,n . (33)
Note that the interpolation matrices ¯IX defined in (28b) remain unchanged. The different
slave node kinematics affects the update process, but not the form of the equilibrium
equations.
 SI algorithm. This algorithm is in some sense complementary to SMI: the contact kinematics
(14) is upheld, but this prevents condition (32) for the conservation of momenta to be
satisfied. No additional error is introduced in the conservation of energy.
The numerical examples given in Section 6 will show that the satisfaction of the sliding
condition (which does not increase the energy increment) contributes importantly to the stable
response of the algorithm. In addition, it will be shown that even though the SI algorithm is
not exactly conserving, the incremental variations in energy and angular momentum remain
comparatively limited.
5 Contact transition
Figure 4 illustrates the situation where the two contact points Xn+1 and Xn lie on two different
elements, and Figure 5 is the corresponding version of Figure 2 when contact transition occurs.
Prior to writing a master–slave relationship, it is important to note that if the incremental
kinematics of both master elements B and C would be inserted in the resulting coupling
element, the linearisation of the equilibrium equations would couple all three elements (A, B
and C). Defining such a coupling element or, by induction, a coupling element with a slideline
composed of an even larger number of master beam elements, is possible, but this would
largely increase the computational cost. For this reason, our coupling element will always
consist of one slave and one master beam element, of which the latter may be changeable. In
the forthcoming derivations, therefore, we will relate the incremental kinematics of the slave
element A to the current master element C at time tn+1 (but not to element B contacted at
time tn).
The previous argument implies the use of γ = 0 in Equation (19) (path r Xn − Q − r Xn+1 in
Figure 5), which leads to the following expression of the increment of the slave displacements:
uA,NA =
1
X
(
utn ⊗ Gr
)
uR + I jXn+1 u j . (34)
Fig. 4 Simplified model for problems with contact transition
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Fig. 5 Displacement increments over one time-step in the presence of contact transition
Note that now, since r tn (Xn+1) and r tn (Xn) belong to different elements, utn is not given
by (16)1, but by (see Figure 5)
utn = I jXn+1rC, j,n − I
j
Xn r B, j,n . (35)
Using similar manipulations to those in Appendix A, it can be shown that the increment
of the angular momentum in the present case can be expressed as:
Π = t(̂r A,NA,n+ 12 − I
j
Xn+1̂rC, j,n+ 12
)
g A,NAf . (36)
As in the previous section, the equation ̂r A,NA,n+ 12 − I
j
Xn+1̂rC, j,n+ 12 = 0 is in general in
contradiction with the kinematic conditions of a sliding joint, which are now written as
tn : r A,NA,n = r Xn = I jXn r B, j,n
tn+1 : r A,NA,n+1 = r Xn+1 = I jXn+1rC, j,n+1.
(37)
We can either satisfy the kinematic condition in (37) or conserve the angular momentum.
Consistent with the choices given in the previous section, the SMI and SI algorithms will be
completed using the following definitions:
 SMI algorithm. The angular momentum is satisfied, which requires the following kinematic
condition:
r A,NA,n+1 = 2I jXn+1rCj,n+ 12 − r A,NA,n .
We point out that this is a coarser approximation of the sliding condition than relation (33) 
for the SMI algorithm described in the previous section, and therefore the conservation of 
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Table 1 Summary of the conserving and kinematic properties of the SMI and SI
algorithms
Π Sliding condition γ
SMI 0
r A,NA ,n+1 =
2I j
X 12
r Bj,n+ 12
− r A,NA ,n
1
2
SI t2
(
̂utn+1 −̂utn
)
g A,NAf
√ 1
2
SMI(T) 0 r A,NA ,n+1 = 0
2I jXn+1 r
C
j,n+ 12
− r A,NA ,n
SI(T) − t2 ̂utn g A,NAf
√
0
The properties of the algorithms for situations where contact transition occurs have been
indicated by (T)
energy is yet additionally worsened. Numerical results will confirm this fact, and although
this algorithm loses certain robustness during the contact transition, it has been introduced
here for comparison reasons.
 SI algorithm. The kinematic conditions are satisfied (note that with the contact transition
γ has to be set to zero). The conserving properties are the same as for the SI algorithm
without transition of the contact point between elements.
The increment of angular momentum in algorithm SI is obtained by inserting the kinematic
condition (37) into expression (36), which gives rise to
Π = t
2
(
I jXn̂r B, j,n − I kXn+1̂rC,k,n
) = −t
2
̂utn g
A,NA
f ,
where utn is given in (35). Table 1 summarises the properties of the algorithms described
so far. We note that the master–slave relationship for rotations in (27) does not need to be
modified due to the contact transition.
6 Numerical examples
6.1 Free sliding mass
This example involves two flexible beams connected through a spherical sliding joint and
serves to present the conservation properties of the proposed algorithms. The initial configu-
ration and the co-ordinates of the two beam nodes are given in Figure 6. The geometrical and
material properties are identical for both beams, except their lengths. A mass of 1 kg is at-
tached to beam B M at point M and subjected to an initial velocity vT0 = {0 −10 −10}. Since
there exist no applied loads, the problem is genuinely energy and momentum conserving.
In all the following simulations, the beams AB and B M are discretised using four and
one quadratic elements respectively. The simulations are run until the sliding node on beam
B M reaches point A. We tested the node-to-element (NE) approach to model the sliding
joint using the trapezoidal rule and the SMI and SI algorithms. The application of the trape-
zoidal rule to sliding contact within the master–slave approach can be found in [21]. A
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Fig. 6 Free sliding mass example
Fig. 7 Motion simulation for
the free sliding mass problem
using algorithm SI
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Fig. 8 Evolution of the total energy for the free sliding mass problem
series of deformed configurations at different times using the SI algorithm are depicted in
Figure 7.
We applied the algorithms mentioned above with a constant time-step t = 0.002. The
algorithm SI ran the analysis successfully. The SMI algorithm failed to converge at time
t = 0.23674, after five successive time-step halvings. The same algorithm encountered also
difficulties to converge just before the first two contact point transitions (times t = 0.1134 and
t = 0.1634). At these times the time-step convergence was achieved by halving the time-step
size, and then progressively increasing it until the initial time-step size was restored. This is
a consequence of the approximated sliding kinematics which SMI uses in order to conserve
the angular momentum. During the contact transition, this effect is additionally present.
The evolution of the total energy in Figure 8 confirms this reasoning, where the energy
increments of the SMI algorithm become severe after the second contact transition. A similar
15
Fig. 9 Three components of the angular momentum for the trapezoidal rule, algorithm SMI and algorithm SI
behaviour is observed in the trapezoidal rule, although to a lesser extent (we recall that
this algorithm satisfies the contact condition). Towards the end of the analysis, though, this
algorithm develops an energy blow-up and eventually fails to converge before the slave
node reaches the end A. Remarkably, the energy of algorithm SI has very small oscillations.
We recall that these are due to the interpolation of local rotations and the approximations
1 ≈ tan(ω/2)
ω/2 used in (6) and (27) while constructing the equilibrium equations.
Figure 9 shows the evolution of the angular momentum. The instabilities observed in the
total energy evolution in algorithm SMI are not present in the angular momentum, which is
kept constant. The trapezoidal rule has pronounced oscillations, as observed in the results for
x . The oscillations for the y and z components are of the same magnitude, but have not
been plotted in the figure for clarity. Although SI does not conserve the angular momentum,
its components remain apparently bounded. Larger variations in these components normally
show up during the transition of the contact point between elements.
6.2 Driven screw joint, Bauchau and Bottasso [4]
In this example a vertical driver is attached to a fixed point A through a revolute joint with
its axis of rotation in the direction of Z (see Figure 10). The other end B is connected to a
horizontal beam first through an universal (Cardan) joint where the only constrained rotation
is the one along the axis of the horizontal beam, and afterwards through a screw joint with
the released rotation along the same axis. The pitch of the screw is c = 2.4
π/3 = 2.2918 m/rad
which corresponds to a twist of 60◦ from point R to point T . The beam is also physically
16

Table 2 Geometrical and material properties of the driven screw joint problem (all values
expressed with the units kN, m and kg)
E A E Iyy E Izz G J G Ay G Az ρ Iyy ρ Izz
Driver 44000 23 300 28 14000 2800 0.001 0.011
Beam 44000 300 23 28 2800 14800 0.001 0.011
M[kg] ρ Iyy ρ Izz
Tip mass M 40 0.225 0.225
Fig. 11 Out-of-plane displacement uz of the tip of the beam for the driven screw joint problem in [4]
Fig. 12 Rotation θx of the tip of the beam for the driven screw joint problem in [4]
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Fig. 13 Out-of-plane displacement uz of the tip of the beam for the driven screw joint problem using the β
(NN approach) and SMI (NE approach) algorithms (t = 0.005)
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Fig. 14 Rotation θx of the tip of the beam for the driven screw joint problem using algorithm β (NN approach)
and algorithm SI (NE approach) (t = 0.005)
A constant time-step t = 0.005 was initially used, and all the algorithms completed
the analysis successfully. In a second set of runs, with the results shown in Figures 15 and
16, a time-step t = 0.01 was employed. With this time-step size, and when using the NN
approach, the trapezoidal rule required one time-step halving, whereas the β algorithm suc-
cessfully terminated the analysis with a constant time-step. With regard to the NE approach,
the trapezoidal rule and algorithm SI required three and one time-step halvings, respectively,
whereas SMI failed to converge after a series of successive time-step reductions. This is in
agreement with the conclusions drawn from the previous example, where it was shown that
algorithm SMI is visibly less robust than algorithm SI. It is also worth pointing out that the
NN and NE formulations are meant to model two physically different problems with very
different characteristics. The present discrepancy between the results of these two approaches
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Fig. 15 Out-of-plane displacement uz of the tip of the beam for the driven screw joint problem using the NE
approach (t = 0.01)
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Fig. 16 Rotation θx of the tip of the beam for the NE approach (t = 0.01)
underlines the unsuitability of using the NN approach in a problem with a deformable slide-
line. From the computational point of view, modelling the sliding joint (NE approach) is
considerably more demanding than modelling the prismatic joint of the NN approach.
Figure 17 shows the three components of the total angular momentum of the structure.
Although the trapezoidal rule and the SI algorithm show different convergence properties,
this differences are not reflected in the values of the total angular momentum, which are very
minimal.
7 Discussion and conclusions
The paper has analysed the sliding contact in 3D beams using the master–slave approach
by means of an incrementally-based family of algorithms. It has been demonstrated that
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Fig. 17 Three components of the angular momentum for the NE approach and t = 0.01
the use of constraint equations can be avoided by embedding the contact conditions in the
equilibrium equations.
Special attention has been dedicated to the exact satisfaction of the sliding conditions,
and the conservation of constants of motion, in particular the angular momentum. For the
algorithms used here, there exists a conflict between the two. This has led to two algorithms,
of which the first one (SMI) is angular momentum-conserving, but it satisfies the constraint
kinematics only approximately, while the second one (SI) satisfies the constraint kinematics
exactly, but only at the expense of the angular momentum conservation. The numerical
tests show that the latter provides more robust results. This may appear in contradiction
with some of our earlier results, where the exact conservation of angular momentum was
emphasised as a key point. Obviously, such a conclusion still holds true for the problems
where the momentum conservation does not incur constraint violation. For the problems
where the exact satisfaction of both requirements within a given setup is not viable, however,
the results of this work indicate that the satisfaction of constraint conditions is to be taken as
a more important requirement than the angular momentum conservation. The approximation
of constraint kinematics in SMI, namely, introduces an additional amount of energy error in
this algorithm, which makes it more susceptible to a sudden energy blow-up.
It has been also shown that both algorithms can be easily modified to model joints with
dependent released degrees of freedoms such as the screw-joints, cam joints and rack-and-
pinion joints. Other time-integration strategies are possible, constructed from the same or
similar underlying time-integration algorithms for beams.
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Appendix A: Proof of the conservation of momenta
We will find the necessary conditions for the conservation of momenta using algorithm
SMI without contact transition, i.e. considering the two-element model shown in Figure 1
in conjunction with the resulting equilibrium Equations in (30). Since we aim to prove the
conservation of angular momentum in the absence of applied loads, we will assume g I,ie = 0,
i = 1, . . . , NI , I = A, B. We will start with a general expression for matrix A, and then
prove that the condition A = I in the master–slave relation for rotations is necessary for
the conservation of angular momentum. This implies the use of the following form of the
interpolation matrix ¯I jXγ in (28b):
¯I jX =
[
I jXγ I 0
0 I jXn+1 A
]
.
Keeping this in mind and splitting the residual vector into its force and moment parts, i.e.
g I,i = {g I,if g I,iφ }, the equilibrium equations (30) are written as
RTg A,NA = 0 (38a)
g A,i = 0 i = 1, . . . , NA − 1 (38b)
gB, jf + I jXγ g A,NAf = 0 j = 1, . . . , NB (38c)
gB, jφ + I jXn+1 Ag A,NAφ = 0 j = 1, . . . , NB . (38d)
On the other hand, by adding all the nodal load vectors for both elements, using Equations
(38b) and (38c) we get
NA
∑
i=1
g A,if +
NB
∑
j=1
gB, jf = g A,NAf −
(
NB
∑
j=1
I jXγ
)
︸ ︷︷ ︸
=1
g A,NAf = 0, (39a)
NA
∑
i=1
g A,iφ +
NB
∑
j=1
gB, jφ = g A,NAφ −
(
NB
∑
j=1
I jXn+1
)
Ag A,NAφ
= (I − A)g A,NAφ , (39b)
where the completeness condition of the Lagrangian polynomials I jXγ and I
j
Xn+1 has been
utilised. The conservation of the total linear momentum L = ∫L ρ Ar˙d X can be proved by
noting that from the definitions of the contributions to the residual vector in (7) we have
L =
∫
L A+L B
ρ A(u˙n+1 − u˙n)d X
=
∫
L A+L B
(
ρ A(u˙n+1 − u˙n) +
(
NA+NB
∑
i=1
I i ′
)
︸ ︷︷ ︸
=0
Λn+ 12 Nn+ 12
)
d X
=
NA
∑
i=1
g A,if +
NB
∑
j=1
gB, jf = 0,
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where the last identity follows from Equation (39a). In order to ease the forthcoming deriva-
tions, let us setπ = ρΛJW as the specific local angular momentum. The conservation of the
total angular momentum Π = ∫L (π + ρ Ârr˙ )d X can be proved by first remarking that from
the definitions of the contributions to the residual vector (7), completeness of the Lagrangian
polynomials and Equation (39b) we have
1
t
∫
L A+L B
πd X −
∫
L A+L B
̂r ′
n+ 12
Λn+ 12 Nn+ 12 d X = (I − A)g
A,NA . (40)
Hence, the increment of the angular momentum Π over a time-step is given by
Π =
∫
L A+L B
(π + ρ Ârn+1r˙n+1 − ρ Ârn r˙n) d X
=
∫
L A+L B
πd X +
∫
L A+L B
ρ A
(
̂rn+ 12 (u˙n+1 − u˙n) +̂ur˙n+ 12
)
d X
=
∫
L A+L B
πd X +
∫
L A+L B
ρ Ârn+ 12 u˙d X, (41)
where the last result follows from the time-integration mid-point rule (5), i.e. ̂ur˙ = 0. In
addition, inserting Equation (40) into the first integral of (41) yields
Π = t
∫
L A+L B
̂r ′
n+ 12
Λn+ 12 Nn+ 12 d X
+
∫
L A+L B
ρ Ârn+ 12 (u˙n+1 − u˙n)d X + t(I − A)g
A,NA
φ
= t
NA
∑
i
̂r i,n+ 12
∫
L A
I i ′Λn+ 12 Nn+ 12 d X
+t
NB
∑
j
̂r j,n+ 12
∫
L B
I j ′Λn+ 12 Nn+ 12 d X
+
∫
L A+L B
ρ Ârn+ 12 (u˙n+1 − u˙n)d X + t(I − A)g
A,NA
φ , (42)
where the interpolation r ′
n+ 12
= I i ′r i
n+ 12
within each element has been used in the last step.
By recalling the definitions of the force part of gi = gid + giv in (7), the first two terms in the
last result of (42) are expressible as
t
NA
∑
i
̂r i,n+ 12
(
g A,if −
1
t
∫
L A
ρ AI i (u˙n+1 − u˙n)d X
)
+t
NB
∑
j
̂r j,n+ 12
(
gB, jf −
1
t
∫
L B
ρ AI j (u˙n+1 − u˙n)d X
)
= t̂r A,NA,n+ 12 g
A,NA
f − t
NB
∑
j
̂r j,n+ 12 I
j
Xγ g
A,NA
f
−
∫
L A+L B
ρ Ârn+ 12 (u˙n+1 − u˙n)d X,
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where the force part of the equilibrium equations (38b) and (38c) have been used in the last
identity. Hence, inserting this result into (42), and using the definitions in (16) yields
Π = t
(
̂r A,NA,n+ 12 −
NB
∑
j
I jXγ̂r j,n+ 12
)
g A,NAf + t(I − A)g A,NAφ (43a)
= t
2
(
NB
∑
k
I kXn+1̂r k,n+1 +
NB
∑
l
I lXn̂r l,n −
NB
∑
j
I jXγ
(
̂r j,n +̂r j,n+1
)
)
g A,NAf
+t(I − A)g A,NAφ
= t
2
(
γ̂utn+1 − (1 − γ )̂utn
)
g A,NAf + t(I − A)g A,NAφ . (43b)
It is clear that A = I, together with the kinematic condition γ utn+1 − (1 − γ )utn = 0,
render the algorithm angular-momentum conserving.
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